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CONSTRUCTION SPECIFICATIONS

MATERIAL USE:
1. INSTALL STORM DRAIN PROTECTION AT ANY DOWN-GRADIENT INLETS THAT MAY BE

IMPACTED BY THE ACTIVITY. SEE THE BMP ON "STORM DRAIN INLET PROTECTION."
2. DO NOT PLACE CONCRETE DURING RAIN (PRECIPITATION THAT IS SUFFICIENT TO

CAUSE LOCAL RUNOFF) OR WITHIN 18 HOURS OF FORECASTED RAIN.
3. PLACE STOPPERS ON CONCRETE TRUCK CHUTES DURING TRAVEL ONSITE TO MANAGE

POTENTIAL DRIBBLING OF CONCRETE MATERIAL.

WASTE MANAGEMENT:
1. DO NO DISCHARGE CONCRETE RESIDUE OR PARTICULATE MATTER INTO A STORM

DRAIN INLET OR WATERCOURSE.
2. EXCESS CONCRETE SHALL NOT BE DUMPED ON-SITE.
3. THE FOLLOWING OPTIONS SHALL BE USED FOR CONCRETE TRUCK CHUTE AND/OR

PUMP AND HOSE WASHOUT:
CONCRETE WASHOUTS:

WASHOUT STATIONS CAN BE A PLASTIC LINED TEMPORARY PIT OR BERMED AREA
DESIGNED WITH SUFFICIENT VOLUME TO COMPLETELY CONTAIN ALL LIQUID AND
WASTE CONCRETE MATERIALS PLUS ENOUGH CAPACITY FOR RAINWATER. THE
DESIGNATED AREA SHALL BE LOCATED AWAY FROM STORM DRAIN INLETS, OR
WATERCOURSES. NEW WASHOUTS SHALL BE CONSTRUCTED AS NEEDED
TO PROVIDE SUFFICIENT WASHOUT CAPACITY ON-SITE. WASTES OTHER THAN
CONCRETE (I.E. TRASH,
PAINT WASTES, ETC.) SHALL NOT BE DISPOSED OF IN THE WASHOUT.

NTS
CONCRETE WASHOUT 3

NTS
PLASTIC SHEETING 5

NTS
STABALIZED CONSTRUCTION ENTRANCE/ EXIT 4
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NTS
INLET PROTECTION-TYPE 5 6

Protective fencing at
edge of critical root
zone. No fencing
required over hard
surfaces

Critical root zone- see
notes below to
determine size

Sidewalk
Street

5' Min.

6' Metal 'T' fence
stakes, typ.

Zone of protection

6' Max.
between stakes

Chain link
construction
fencing

FENCING DETAIL

Notes:
1)  The critical root zone (CRZ) shall be an area with a radius at least 5' from the
edge of the tree dripline. 2)  The CRZ shall be marked and protected by a
construction fence placed around the perimeter prior to construction. 3)  No soil
grade changes or compaction shall take place within the CRZ except as directed.
4)  No storage of material shall be allowed within the CRZ. 5)  If work is done
within the CRZ, care must be taken to minimize root disturbance. Special care
shall be taken during excavation and removal of existing curb, gutter, and
sidewalks to avoid damage to tree roots. Locate existing tree roots using hand
tools or other approved methods such as an airspade. 6)  Protective fencing is
required when the work area is within the CRZ of trees, except where portions of
the CRZ are covered with pavement such as streets or walks. 7) No root over 2"
shall be cut without approval of the urban forester (or an approved arborist). Roots
shall be cut with  approved saws. No roots over 2" shall be cut or torn during
trenching with power equipment such as backhoes and trenchers.  Utility lines and
irrigation or other pipes shall be installed by hand digging or tunneling under roots,
as necessary, to avoid  cutting roots 2" and larger.

TYPICAL TREE PROTECTION
(NO PAVED SURFACES)

TYPICAL STREET TREE
PROTECTION DETAIL

Planting
strip

NTS
TREE PROTECTION FENCING 4

NTS
SWALE INLET SEDIMENT BARRIER 2

NTS
SILT FENCE 1
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